Type: VLC+ __ (__=50,100,250,500,1000,150,3000)

eDMX < __ *512 channels
Total < __ *512 channels
Mains
eDMX luminaires / eDMX nodes (100-240V AC)
A T O Y I
< i o i Ethernet switch <
o E Ty Ty (Supplied by 3rds) o
To additional data network
—
RS232 DVI-D IN
) |
. " : .
+Oi"‘”“‘“‘iiwf“ii‘i‘“i@W ivio
(&)
'
>
O O
O O
v v
DVI OUT Audio out |
Mains )
(100-240V AC) M Con P O
Wl = TN
Q. — 10l |
€ ————— — ——— = : [ ( ) ~ /
D | > — Uuld S
Scaling and | |
integration * *
|do| |l [haasx] |hd
[ PoET | [ PE2 | [ PoE3 | [ PoE4 |
w | PSU 48V DC
o s >24 Watt
[ T (Wattage depending PoE load)
ooE (supplied by Pharos or 3rds)
“v% | [mve ey oo oo
R
I
I
-«

To computer *
(for commissioning only)
Optional to Pharos Cloud /
Integration / Scaling

Mains (100-240V AC)

note: Actual power
consumption dependent
on PoE port loading

e Consult the Installation Guide

for technical details Re;eéﬁrgze: {\l/ali_rrg .
o See General Notes.pdf for +-
information on cabﬁng types I:'hC"_'DSD _
« More configurations are S'ZeA 4 Date: Rev: Notes:
possible to fulfil any project 27/09/2017 V1.0 Setup
e Contact your supplier or visit pharoscontrols.com Page: 21/01/2019 V1.2 Setup
our website for SU,DpOI’T 27/05/2021 V1.3 Minor adjustments

drawings and specifications are subject to change without notice. all rights reserved.



